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EAHDEN-60ABAMODEL

Standard 208/230-1-60, 
optional 115V-1-60

Voltage-Phase-Hz

9.8AMinimum Circuit Amps. 1

14.4.AMinimum Circuit Amps. 2

Copper Tube With Hydrophilic 
Aluminum Fins

INDOOR COIL TYPE

5Rows

9/32Tube Size

EEVRefrigerant Control

3/4 NPTDrain Connection Size (in.)

See Outline DrawingDuct Connections

CentrifugalINDOOR FAN TYPE

10-5/8"Blower Diameter-Width (in.)

ECMFan Motor Type

See Fan Performance TableCFM vs. in. W.G

1Fan Motor HP

7.8AFLA1

11.5AFLA2

22*20Filter Size (in.)

NOFilter Equipped From Factory

R-454BRefrigerant

Brazed or Press fittingRef. Pipe Connections

3/8Liquid Pipe Size (in. O.D.)

7/8Gas Pipe Size (in. O.D.)

24-7/10"x56-1/2"x23-3/10"
Dimensions (inch)
(W X H X D)

190Net Weight (LBS)

225Shipping Weight (LBS) 

Product Specifications Product Specifications (Continued)

REMARKS:
1. Reference data when the power supply is standard 208/230V1-60.
2. Reference data when the power supply is standard 115V-1-60.

Electric Heat Data

Sound pressure level 
(dB)

FAN SPEED

67High

63Medium High

61Low
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Mechanical Specifications

Airflow Performance

Airflow performance data is based on cooling performance with a coil and no filter in place. Check the 
Performance table for appropriate unit size selection. External static pressure should stay within the minimum 
and maximum limits shown in the table below in order to ensure proper airflow.


