Multi-position Air Handler
EAHETN-60HB
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Dimensions (in.
Model (in.)
A B C D E F G J K
EAHETN-60HB 21 48 28 18 24 2004/11/3 15-3/4 18 25
Manufacturer reserves the right to change specifications or designs without notice. 2025




Product Specifications

MODEL

EAHATN-60HB

Cooling capacity” (BTU/h)
Heating capacity” (BTU/h)
Voltage-Phase-Hz
Minimum Circuit Amps.

52500
55000
108/120-1-60
11.5

INDOOR COIL TYPE

Copper Tubing / Enhanced Aluminum Fins

Rows 4

Tube Size 3/8"

Refrigerant Control TXV

Drain Connection Size (in.) 3/4"

Duct Connections

INDOOR FAN TYPE Centrifugal

Fan Motor Type ECM

Fan Motor HP 1

FLA 11.5

Filter Size (in.) 20x25

Refrigerant R454B

Ref. Pipe Connections Brazed

Liquid Pipe Size (in. O.D.) 3/8"

Gas Pipe Size (in. 0.D.) 7/8"

Piston size (in.) 0.077

Shipping Weight (LBS) 200

*Test with Ecoer HP

Blower Data
ECM MOTOR CFM VS EXTERNAL STATIC (DRY COIL)

MODEL
SPEED| yp | FLA |voLT | 04 | 02 | 03 | 04 | 05 | 06 | 07 | 08 | 09

TAP
T5 1 11.5A | 11.5A | 1920 | 1880 | 1850 | 1810 | 1780 | 1740 | 1700 - -
T4 1 11.5A | 1810 | 1810 | 1780 | 1740 | 1700 | 1670 | 1630 | 1590 | 1550 | 1500

EAHETN-60HB | T3 1 11.5A | 1530 | 1530 | 1480 | 1440 | 1400 | 1350 | 1300 | 1250 | 1200 | 1140
T2 1 11.5A | 1290 | 1290 | 1260 | 1210 | 1150 | 1100 | 1040 | 1000 | 930 870
T 1 11.5A | 930 930 880 810 740 650 570 520 480 420
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Mechanical Specifications

1. This unit is designed for use in upflow, downflow, horizontal left and horizontal right applications. Can
be AHRI certified with most brands of air conditioners or heat pumps.
* A2L refrigerants require a Refrigerant Detection System (RDS) for compliance. In accordance to UL
60335 Refrigerant Detection Systems are factory-installed on A2L refrigerant ready air handlers.
* ETL listed for R454B with Refrigerant Detection System (RDS)

2. Constant torque ECM speeds and torques are controlled by software embedded in the motor to maintain
constant torque. Motors are pre-programmed at the factory.

3. Less than 2% air leakage from cabinet when tested in accordance with ASHRAE standard 193. Unit
must be installed according to Ecoer installation instructions.

4. Direct drive blowers circulate air quietly and efficiently. Motor speeds and torques programmed in the
motor. Blowers mounted on rails so they can be easily removed for service.

5. High efficiency rifled copper tubes and enhanced aluminum fins provide maximum heat transfer. All
coils are immersion tested at

6. 500 psi, followed by nitrogen pressurization and factory sealing to ensure optimal system integrity and

long-term reliability.

www.ahridirectory.org www.ahridirectory.org

ALIDE cerTiFIED” Y ALIDA CERTIFIED' ('l‘l’
c us

Unitary Small AC Unitary Small HP LigTED

Intertek

Manufacturer reserves the right to change specifications or designs without notice. 2025



